
Advanced Imaging…
DI Designer’s Guide

Setting Up Electronic Files For Advanced Imaging’s

QuickMaster DI



The Advanced Imaging
QuickMaster Designer’s Guide 
has been created to assist 
you in providing the appropriate 
materials and preparing your 
electronic files for production 
on our Heidelberg QuickMaster 
Direct Imaging Press. Following 
these guidelines will help 
ensure the successful, timely 
completion of your project.

Here’s What We Need

■   Page layout files.

■   Live Art Files and Scanned
     Images

■   Screen and Printer Fonts.
     Please take a moment to 

check all your files for the 
necessary fonts. For your 
convenience, we maintain a 
large selection of Adobe and 
Corel type fonts.

     Also, the use of TrueType, 
Multiple Master and Third 
Party fonts may produce 
undesired results and is not 
recommended.

■   Disk Directory.

■   Color Separated Laser 
Proofs at 100% If Possible. 
If you are unable to produce 
color separated lasers, AIS 
will print them for you at an 
additional cost. 

■   Advanced Imaging’s 
Service Request Form.

Here’s How We Need It

      1) Page Layout Data

■   Design within the final page 
size. In other words, don’t 
setup an 8.5” x 11” page 
centered on an 11” X 
17” page. Use “Document 
Setup” to define your page 
size. 13” x 17.75” is the 
maximum final size for the 
DI. A final size of 11” x 17”, 
however, allows for the most 
efficient use of paper.

■   Provide the correct panel 
size for the style of fold

     you wish to incorporate 
in cases where a fold 
is required. The examples 
below may be helpful:

3.625" 3.6875" 3.6875"



      2) Fonts and Rules

■   Select a font from the font 
menu. Avoid style options or 
buttons as they may result 
in incorrect output.

■   Use PostScript Type 1 
fonts. Refrain from using 
TrueType, Multiple Master 
and Third Party fonts 
whenever possible.

■   Define rules by their 
measurements. Rather than 
indicate a hairline rule, 
specify a .25 point rule.

      3) Colors

■   Define all color names the 
same, in both your graphics 
and page layout programs.

■   Output a laser copy of 
all color plates to verify 
accurate color breaks.

■   Add process color tints to 
solid black areas. For large 
solid black areas, create a 
special “packed black” color 
consisting of 100% black, 
40% cyan, 30% magenta 
and 30% yellow, to achieve 
a richer looking solid black.

     (100K / 40C/ 30M/ 30Y)

      4) Images

■   Convert all live color 
bitmap files from RGB 
to CMYK. When converting 
RGB images to CMYK in 
Adobe Photoshop, use 
medium GCR. For best 
results, we suggest you 

     limit black ink to 95 percent 
coverage, and total ink to 
340 percent coverage.

     Save files as follows:

     –PC images in Tiff format.

     –Mac images in Tiff or 
composite EPS format.

■   Provide halftone images in 
EPS or Tiff format.

■   Avoid placing PICT files.

■   If QuarkXPress pages are 
saved EPS files and placed 
in another document, send 
the original QuarkXPress 
page and any placed files 
required for the page.

■   When exporting .eps 
graphics from Macromedia 
Freehand, also include the 
original Freehand 
document.

■   Scan line art (B&W bitmap 
images) at 800 dpi (dots 
per inch) or above. DI work 
is output at 150 or 175 lpi 
(lines per inch).

■   Place all scans at 100% 
size or smaller. 
Enlargements could 
compromise quality.

■   Set picture box background 
color to white or 0% black 
in QuarkXPress whenever 
possible.

■   Create blends (or 
gradients) in Adobe 
Photoshop adding a 
gaussian noise of two. 
This step will help reduce 
banding.

■   Avoid saving screening 
information or transfer 
functions with Adobe 
Photoshop images.

      5) Acceptable Software

■   Adobe Illustrator
■   Adobe PageMaker
■   Adobe Photoshop
■   Corel Draw vs. 9 & under
■   Macromedia Freehand
■   QuarkXPress
■   Others—please call.

■   Please give us the correct 
file names and tell us 
where they are saved on 
your disk.



ADVANCED IMAGING SERVICES, INC.
401 S. Pennsylvania Ave.
Lansing, MI 48912

Phone: (517) 485-2440
Toll Free: (888 ) 375-1079
Fax: (517) 482-7872
E-mail: ais@advancedimagingusa.com

Scanning

■   All scanning is completed 
with our Heidelberg 
Nexscan F4000—the

     latest in scanning 
technology.

     We accept transparent or 
reflective artwork: color or 
black & white images, 
lineart, positive and 
negative copy formats. 
Original images are 
accepted up to a maximum 
size of 12.25” x 18”.

Electronic Proofing

■   Electronic proofs are 
completed on our 
Heidelberg Quickproofer.

     The maximum image area 
on this device is 12” x 18”.

Acceptable Media

■   3.5” floppy disk formatted 
for either Mac or PC.

■   100 MB or 250 MB
Iomega Zip Drive.

■   1 GB Iomega Jaz Drive.

■   SyJet 1.5 GB.

■   Recordable CD.

■   Please call for unlisted 
media.

Telecommunication Options

■   Internet e-mail access:
     ais@advancedimagingusa.com

■   Internet Web Site:
     www.advancedimagingusa.com

■   Any Questions?
     Please call us. We will  be more 

than happy assist you.


